
 
   

Serving the Oil & Gas Industry Since 1966 
 

      
 

 Titan Specialties, Ltd.,   P.O. Box 2316, Pampa, TX  79066    800.692.4486    www.titanspecialties.com 
B-1 

 

 

B - SECTION INDEX 
 
 

CASING COLLAR LOCATORS, CCL SUBS 
 AND QUICK-CHANGE ASSEMBLIES 

 
 
CASING COLLAR LOCATORS AND SUB PAGE NO. 
1” O.D. CASING COLLAR LOCATOR ASSEMBLY........................................................................................B-2 
1 3/8” O.D. & 1 7/16” O.D. CASING COLLAR LOCATOR ASSEMBLY ..........................................................B-4 
1 11/16” O.D. CASING COLLAR LOCATOR ASSEMBLY..............................................................................B-6 
2 1/8” O.D. CASING COLLAR LOCATOR ASSEMBLY..................................................................................B-8 
2 3/4” O.D. CASING COLLAR LOCATOR ASSEMBLY.................................................................................B-10 
3 1/8” O.D. CASING COLLAR LOCATOR ASSEMBLY.................................................................................B-12 
TOP AND BOTTOM SUBS FOR CONVERTING 3 1/8” O.D. “SIE” CCL TO “GO” STYLE EQUIPMENT .....B-14 
4 1/2” O.D. CASING COLLAR LOCATOR ASSEMBLY.................................................................................B-16 
QUICK-CHANGE ASSEMBLIES 

2 3/4” O.D. QUICK-CHANGE ASSEMBLY ....................................................................................................B-18 
3 1/8” O.D. QUICK-CHANGE ASSEMBLY ....................................................................................................B-21 
3 1/8” O.D. QUICK-CHANGE ASSEMBLY ....................................................................................................B-24 
FIRING HEAD SEAL BLOCK ASSEMBLY ....................................................................................................B-26 
3 1/8” O.D. CROSSOVER QUICK-CHANGE ASSEMBLY ............................................................................B-28 
3 1/8” O.D. “SIE” STYLE QUICK-CHANGE ASSEMBLY...............................................................................B-30 
CONTACT BLOCK ASSEMBLY ....................................................................................................................B-32 
PROCEDURE FOR CHECKING CASING COLLAR LOCATORS.................................................................B-34 
  

 
 

 
 

 



 
 

   Your Worldwide Solution 
  

 
 

B-2  Titan Specialties, Ltd.,   P.O. Box 2316, Pampa, TX  79066    800.692.4486    wwwtitanspecialties.com 
 

 

1” O.D. CASING COLLAR LOCATOR ASSEMBLY 
0262-000-020 

 
 

 



 
   

Serving the Oil & Gas Industry Since 1966 
 

      
 

 Titan Specialties, Ltd.,   P.O. Box 2316, Pampa, TX  79066    800.692.4486    www.titanspecialties.com 
B-3 

 

 

1” O.D. CASING COLLAR LOCATOR ASSEMBLY 
0262-000-020 

 
 
 
ITEM PART NUMBER DESCRIPTION 
 1 0262-000-020 CCL Assembly (Items 2 thru 14) 
   
 2 0262-000-030 Coil & Magnet Assembly (Items 3 thru 13) 
   
 3 0257-000-137 Top Receptacle 
 
 4 0257-000-036 Terminal Screw (2 req) 
 
 5 0257-500-150 Quad Diode; Dual Spring 
 
 6 0262-000-147 Diode Insulator 
      
 7 0262-000-035 Magnet (2 req) 
 
 8 0262-000-133 Contact Rod (Insulated) 
 
 9 0262-000-148 Bottom Header 
   
 10 0262-000-038 Bottom Receptacle 
 
 11 0262-000-040 Coil Assembly (Includes Item 12 & 13) 
 
 12 0262-000-143 Ground Spring 
 
 13 0262-000-144 Ground Spring Screw; 4-40 x 1/4” Pan Head Screw 
 
 14 0262-000-021 Housing 
 
 15  1” O.D. Cablehead Assemblies 
 
 16  Various equipment with 13/16” - 16 Thd. Type “A” Pin 
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1 3/8” O.D. & 1 7/16” O.D. CASING COLLAR LOCATOR ASSEMBLY 
0263-510-000 & 0263-500-000 
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1 3/8” O.D. & 1 7/16” O.D. CASING COLLAR LOCATOR ASSEMBLY 
0263-510-000 & 0263-500-000 

 
 
ITEM PART NUMBER DESCRIPTION 
 1 0263-510-000 1 3/8” O.D. CCL Assembly With Subs (Items 2 & 23) 
 2 0263-510-020 1 3/8” O.D. CCL Assembly Without Subs (Items 6 thru 21) 
 
 3 0263-500-000 1 7/16” O.D. CCL Assembly With Subs (Items 4 & 24) 
 4 0263-500-020 1 7/16” O.D. CCL Assembly Without Subs (Items 6 thru 20 & 22) 
 
 5 0263-000-130 Coil & Magnet Assembly (Items 6 thru 20) 
  
 6 0257-000-137 Top Receptacle 
 7 0257-000-036 Terminal Screw (2 req) 
 8 0257-500-150 Quad Diode; Dual Spring 
 9 0263-000-147 Top Shock Mount 
 10 0263-500-035 Magnet (2 req) 
 11 0263-000-133 Contact Rod (Insulated) 
 12 3903-000-007 Insulating Washer - 5/8” O.D. 
 13 8601-B1-10-32 10-32 Brass Nut 
 14 0263-000-149 Bottom Shock Header 
 15 0263-000-148 Bottom Shock Mount 
 16 0257-000-038 Bottom Receptacle 
 17 0263-000-040 Coil Assembly (Includes Item 18) 
 18 0263-000-143 Ground Spring (2 req) 
 19 0263-000-135 Snap Ring (2 req) 
 20 0257-000-136 Washer 
 21 0263-100-021 1 3/8” O.D. Housing 
 22 0263-000-021 1 7/16” O.D. Housing 
 
 23 0263-100-090 Top or Bottom Sub for 1 3/8” CCL Assembly  
   (Items 26 thru 35 & 37) or various equipment with                         
   1 3/16”-12 Thd. Type “A” Pin (This Sub is Optional) (2 req) 
 24 0263-000-090 Top or Bottom Sub for 1 7/16” CCL Assembly   
   (Items 26 thru 34 & 36 & 37) or various equipment with          
   1 3/16” - 12 Thd.  Type “A” Pin (This Sub is Optional) (2 req) 
 25 0263-000-092 Contact Kit (Items 26 thru 34) 
 26 3903-000-010 Contact Plunger 2 req) 
 27 3903-000-012 Snap Ring (2 req) 
 28 3903-000-011 Plunger Insulator (2 req) 
 29 3903-000-009 Contact Spring (2 req) 
 30 3903-000-008 Contact Nut (2 req) 
 31 3903-000-007 Insulating Washer - 5/8” O.D. (2 req) 
 32 3903-000-006 Contact Rod (Insulated) (2 req) 
 33 0255-000-003 Insulating Washer - 1” O.D. (2 req) 
 34 0255-000-004 Contact Socket (2 req) 
  
 35 0263-100-091 Body 1 3/8” O.D. (2 req) 
 36 0263-000-091 Body 1 7/16” O.D. (2 req) 
 37 0111-211-V95 “O” Ring (4 req) 
   
  3924-120-FBE Protector; For 1 3/16” - 12 Thd. Type “A” Box (Not Shown)  
   Plastic (2 req) 
  
Service Tools: 
  9200-SRP-389 Snap Ring Pliers (For Item 19 & 27) 
  9200-00N-312 Nut Runner; 5/16” Size (For Item 30) 
  9200-00N-375 Nut Runner; 3/8” Size (For Item 34) 
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1 11/16” O.D. CASING COLLAR LOCATOR ASSEMBLY 
0264-500-000 
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1 11/16” O.D. CASING COLLAR LOCATOR ASSEMBLY 
0264-500-000 

 
 
ITEM PART NUMBER DESCRIPTION 
 1 0264-500-000 CCL Assembly, Complete (Items 3 thru 20) 
  0264-500-020 CCL Assembly, Less End Subs (Items 3 thru 17) 
 
 2 0264-000-130 Coil & Magnet Assembly (Items 3 thru 16) 
 
 3 0257-000-137 Top Receptacle 
 4 0257-000-036 Terminal Screw (4 req) 
 5 0257-500-150 Quad Diode; Dual Spring 
 6 0257-000-175 Diode Insulator 
 7 0264-000-177 Shock Cushion (2 req) 
 8 0264-000-176 Top Shock Mount 
 9 0264-000-133 Contact Rod (Insulated) 
 10 0264-000-035 Magnet (2 req) 
 11 0264-000-040 Coil Assembly (Includes Items 4 & 12) 
 12 0263-000-143 Ground Spring (2 req) 
 13 0264-000-178 Bottom Shock Mount 
 14 0257-000-179 Receptacle Insulator 
 15 0257-000-038 Bottom Receptacle 
 16 0257-000-136 Washer 
 
 17 0264-000-121 Housing 
 
 18 0264-000-013 Top Sub 
 
 19 0264-000-016 Bottom Sub 
 
 20 0111-125-V95 “O” Ring (4 req) 
 
  3924-120-FBE Protector; For 1 3/16” - 12 Thd. Type “A” Box (Not Shown) 
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CONTACT BLOCK ASSEMBLY 
0260-000-040 
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CONTACT BLOCK ASSEMBLY 
0260-000-040 

 
 
 

(For use in “HES” & “SIE” Style Quick-Change Assemblies) 
 
 
ITEM PART NUMBER DESCRIPTION 
 1 0260-000-040 Contact Block Assembly (Items 3 thru 8) 
 
 2 0260-000-041 Spring Contact Assembly (Items 3 thru 7) 
 
 3 0260-000-044 Upper Contact 
 
 4 2020-000-007 Contact Spring 
 
 5 0260-000-045 Lower Contact  
 
 6 3903-000-107 Banana Plug; 10-32 Thd.  
  
 7 0260-000-048 10-32 All Thd. Stud 
 
 8 0260-000-046 Insulator 
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PROCEDURE FOR CHECKING CASING COLLAR LOCATORS 
 
 
Apparatus: Digital Multimeter or Digital Blasters Multimeter.  Titan Model #9000-14836 or #9000-74836. 
 
 
1.Set meter to 20k ohm scale.       
     
2.Connect one lead to the top receptacle 
of the Collar Locator and the other lead 
to the case of the Collar Locator as 
shown in Figure 1. 
 
3.The resistance should read as 
follows in the table below. 
 
4.Set the meter to the diode position. 
(See inset Figure 1) 
 
5.Connect one lead to the top receptacle 
of the Collar Locator and the other lead 
to the bottom receptacle.  Dual diodes 
should read from 0.5 to 0.7 volts. 
Quad diodes should read from 1.0 to 
1.4 volts.  Readings assume a temperature 
of 25°C/77°F when checking.  Colder 
temperatures increase voltage while warmer 
temperatures decrease voltage readings. 
 
6.Reverse the leads.  The readings 
should be the same. 
 
 
 
 
 
 
 CCL P/N DIAMETER Ohms RESISTANCE 
0257-500-001 3 1/8” 1550 +/-100 
0262-000-020 1” 1200 +/-100 
0263-000-020 1 7/16” 1300 +/-100 
0264-500-000 1 11/16” 2400 +/-100 
0265-500-000 2 1/8” 2950 +/-100 
0266-500-000 4 1/2” 3500 +/-100 
0268-500-000 2 3/4” 6500 +/-500  
 
 
Note 1. Taking a reading from the bottom receptacle to the top receptacle does not indicate the condition of the 
Collar Locator, but only the voltage drop of the diodes and the continuity of the circuit. 
 
Note 2. A failure to get a reading by the method described above indicates no ground between the case and the 
coil or a broken coil wire.  In either case, the Collar Locator will not function properly. 
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